Removal of manhole cover
is prohibited by law.
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Water from gutters /
and sump pumps is [ap—
prohibited from —
being plumbed into
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) Contact the Village
@' 5 R I Waste Water Dept.
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for assistance in

S 7 b, determining sump
ek ) pump plumbing.

The Sherman Sewer Operators and Barton &
Loguidice Engineers have been conducting a very
successful study of the Village sewer collection
system. This is the first step in bringing efficiencies
and upgrades to the 40 yr old plant. The collection
system is in good working condition. The smoke
tests revealed some open ended lines and missing
trap caps; that, along with bringing a few man-
holes above grade level will make a significant
difference in the excess flow during wet weather.

Now we are asking for your help
to further address the excess
inflow and infiltration
from household
stormwater.
This conserves energy
and reduces stress on
the treatment plant
during severe weather

conditions.
Thank You!
Waste Water Treatment Plant
Chief Operator Jay Irwin 581-3397

Department of Public Works
Superintendent Doug Crane 269-9096
Village Clerk-Treasurer
Jeanette Ramm

761-6781
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Stormwater can enter the sewer

A little action can

collection system through sewer
ventilation

make a big
difference!

\ Sherman’s
WWTP
Thanks
You!

Snow can

prevent

ventilation

EFFICIENCY |

Adding an inexpensive vent
cap to all sewer ventilation
can achieve a significant

reduction to 1&lI.

Sewer Vent
Stack Cap examples




